
GF-Multi Jib TechSpecs 
 
Version 1-300 

B e tr ie b  mu ß  d ie

ve r s ta n de n  w e r de n  !

B e t ri eb s a n le itu ng

g e le s en  u n d

V o r  Mo n ta g e  u nd  

G rip  F a ct or y Mu n ic h

2996mm / 117,9"
3351mm / 131,9"

796mm / 31,3"
1276mm / 50,2"

1500mm / 59,1"300mm / 11,8"
54kg / 
119,1lbs1000mm / 39,3"252kg / 

555,7lbs
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Rigging Rods: 1450mm / 57,1" (bzw. 1400mm / 55,1") + 910mm / 35,8"

 
 
Version 2-300 

B e tr ie b  mu ß  die

v e r s ta n de n  w e rd en  !

B e t ri eb s a n le it un g

g e le s en  u nd

V o r  Mo n ta g e  u n d 

G rip  F a ct or y Mun ic h

3496mm / 137,6"
3851mm / 151,6"

43kg / 
94,8lbs1500mm / 59,1"1500mm / 59,1"300mm / 11,8"

252kg / 
555,7lbs

Rigging Rods: 1450mm / 57,1" + 1400mm / 55,1"

 
 
Version 3-300 

B e tr ie b  m uß  die

v er s ta n d en  w e rd en  !

B e t ri eb s a n le it un g
g e le s e n u nd

V o r  Mo n ta g e  u n d 

G rip  F a ct or y Mun ic h

4351mm / 171,3"

3996mm / 157,3"

1500mm / 59,1"1500mm / 59,1"

32kg / 
70,6lbs300mm / 11,8"

252kg / 
555,7lbs 500mm / 19,7"

Rigging Rods: 1450mm / 57,1" + 1400mm / 55,1" + 
                       Rod Connector 100mm / 3,9" + 425mm / 16,7"

 
 
Version 4-300 

B e tr ie b  mu ß  d ie

ve r s ta n de n  w e r de n  !

B e t ri eb s a n le itu ng

g el e se n  u n d

V o r  Mo n ta g e  u nd  

G rip  F a ct ory  Mu n ic h

4851mm / 190,9"

4496mm / 177"

25kg / 
55,1lbs1000mm / 39,3"1500mm / 59,1"1500mm / 59,1"

252kg / 
555,7lbs

300mm / 11,8"

Rigging Rods: 1450mm / 57,1" + 1400mm / 55,1" + 
                       Rod Connector 100mm / 3,9" + 910mm / 35,8"

 



Version 1-500 

B e tri eb  mu ß  d ie

v e rs t an d e n  w e rd e n  !

B e t rie b s a nl e itu n g
g el e se n  u n d

V o r  Mo n ta g e  u n d 

1476mm / 58,1"

996mm / 39,2" 2296mm / 90,4"

2651mm / 104,4"

60kg / 
132,3lbs1500mm / 59,1"500mm / 19,7"154kg / 

339,6lbs
300mm / 11,8"
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Rigging Rods: 1400mm / 55,1" + 280mm / 11,0"

 
 
Version 2-500 

B e tri e b  mu ß  d ie

v e rs t an d e n  w e r d en  !

B e t rie b s a n le itu n g

g el e se n  u n d

V o r  Mo n ta g e  u n d  

3496mm / 137,6"

3851mm / 151,6"

59kg / 
130,1lbs1500mm / 59,1" 1500mm / 59,1"500mm / 19,7"

252kg / 
555,7lbs

Rigging Rods: 1450mm / 57,1" + 1400mm / 55,1"

 
 
Version 3-500 

B e tri e b  mu ß  d ie

v e rs t an d e n  w e r d en  !

B e t rie b s a n le itu n g

g el e se n  u n d

V o r  Mo n ta g e  u n d  

3796mm / 149,4"

4151mm / 163,4"

1500mm / 59,1" 300mm / 11,8"1500mm / 59,1"
50kg / 
110,3lbs500mm / 19,7"

252kg / 
555,7lbs

Rigging Rods: 1450mm / 57,1" + 1400mm / 55,1" + 280mm / 11,0"

 
Version 4-500 

V o r  Mo n ta g e  u n d  

g el e se n  u n d

B e t rie b s a n le itu n g

v e rs t an d e n  w e r d en  !

B e tri e b  mu ß  d ie

3996mm / 157,3"

4351mm / 171,3"

252kg / 
555,7lbs 500mm / 19,7" 1500mm / 59,1" 1500mm / 59,1"

45kg / 
99,2lbs500mm / 19,7"

Rigging Rods: 1450mm / 57,1" + 1400mm / 55,1" + 
                       Rod Connector 100mm / 3,9" + 425mm / 16,7"

 



Version 5-500 

B e tri e b  mu ß  d ie

v e rs t an d e n  w e r d en  !

B e t rie b s a n le itu n g
g el e se n  u n d

V o r  Mo n ta g e  u n d  

4496mm / 177"

4851mm / 190,9"

252kg / 
555,7lbs 500mm / 19,7" 1500mm / 59,1" 1500mm / 59,1" 1000mm / 39,3"

37kg / 
81,6lbs

Rigging Rods: 1450mm / 57,1" + 1400mm / 55,1" + 
                       Rod Connector 100mm / 3,9" + 910mm / 35,8"

 
 
 
 
Version 1-1000 

G F  9 und  Prü fbuch  zuM odel

Y ear o f C onstru ction X X XX che ck bo ok

B et ri eb  m uß  di e

v e rs ta n d e n w e rd en  !

B e tr ie b sa n le it un g
g el es e n  u n d

V o r Mo nt a ge  u n d  

X X X
bea chten .

Onl y op erate  the  crane 

in a ccor danc e withthe inst ructi on ma nual,

S erial Num ber

B aujah r

S erien -Nr.

safe ty n otice s and

G r ip  F ac to ry  Mu nic h

G ri p F ac tor y Mu nic h
Bed ienu ngsa nleitu nggem äß Besc hilde rung, 

Kra ns s ind d ie A ngaben

Beim  Be trieb des 

SÜ DD EUT SCH LAND

T yp

M anuf actu rer

H erste ller

1976mm / 77,8" 4151mm / 163,4"
3796mm / 149,4"1496mm / 58,9"

67
8,

5m
m

 / 
26

,7
"

78
3,

5m
m

 / 
30

,8
"

1000mm / 39,3" 1500mm / 59,1" 1500mm / 59,1" 300mm / 11,8"

60kg / 
132,3lbs

186kg / 
410,1lbs

Rigging Rods: 1450mm / 57,1" + 1400mm / 55,1" + 280mm / 11,0"

 
 
 
 
Version 2-1000 
 

B et rie b  m uß  di e

v e rs ta n d e n w e rd en  !

B e tr ie b sa n le it un g

g el es e n  u n d

V o r Mon t ag e  u n d  

Ye ar o f Co nstru ction X XX X
che ck bo ok

G r ip F ac to ry  Mu nic h

G rip  F ac tor y Mu nic h

X XX

G F  9
bea chten .Onl y op erate  the  crane 

in a ccor danc e withthe inst ructi on ma nual,

und  Prü fbuch  zu

Bed ienu ngsa nleitu nggem äß Besc hilde rung, 

Kra ns s ind d ie A ngabenBeim  Be trieb des 

SÜ DDE UT SCHL AND

Ty p

M odel

Se rial Numb er

M anuf actur er

Ba ujah r

Se rien -Nr.

He rste ller

safe ty n otice s and

4351mm / 171,3"
3996mm / 157,3"

196kg / 
432,1lbs 1000mm / 39,3" 1500mm / 59,1" 1500mm / 59,1" 500mm / 19,7"

60kg / 
132,3lbs

Rigging Rods: 1450mm / 57,1" + 1400mm / 55,1" + 
                       Rod Connector 100mm / 3,9" + 425mm / 16,7"

 
 
 
The width of the rigging harness is 55cm / 22 inches  
 


